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Applicant   ELKO AS 
Sandstuveien 68
0680 Oslo 
Norway

Manufacturer   ELKO AS 
Sandstuveien 68
0680 Oslo 
Norway

Factory   AS M ja P Nurst 
Ümarmäe 3 Kärdla
Hiiumaa 92414
Estonia

Project Number   PRJ0044123

Product   Socket-outlet for flat plugs.

Model/Type Ref.   15002

Ratings   16A/2.5A 250V ~

Brandname / Trademark   ELKO

Principal Characteristics   2.5A 250V AC Two-pole socket outlet fir Class II appliances. Standard Sheet XVIa 
from NEK 502. 
IP21 for surface variant. IP20 for flush variant. IP21 for flush variant when 
installed in declared surface box, Plus or RS or One design, all colors

Replaces   This certificate replaced previous certificate No. P22226274, due to included new 
design Elko One for triple socket outlet.

A sample of the product was  
tested and found to be in  
conformity with  

Safety

    IEC 60884-1:2002, IEC 60884-1:2002/AMD1:2006, IEC 60884-1:2002/
AMD2:2013
    NEK 502:2016/AMD1:2022

Validity   This certificate documents conformity with the standards shown, and also applies as license for 
use of Nemko's name and certification mark. The certificate and license is valid as long as the 
applicable conditions are complied with, and provided that any changes to the product are 
notified to Nemko for acceptance prior to implementation.

New standards or amendments to the standards may imply that the product design must be 
updated and/or that re-testing and re-certification is necessary.

Additional Information   See next pages

Additional model(s)   No additional models 
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Additional Information   Thermoplastic, flush mounting and surface mounting, 3-gang, with shutters and 
screw terminals,

IP21 for flush mounted socket-outlet when installed in declared surface box: 
Plus: 
1-gang box L3429/L991 (40mm high), 
2-gang box L3478/L992 (40mm high), 
3-gang box L3480/L993 (40mm high) 

RS: 
1-gang box L889/L991 (33mm high), 
2-gang box L888/L992 (33mm high), 
3-gang box L890/L993 (33mm high), 
4-gang box L3542/L3543 (33mm high) 

One: 
1-gang box PKR1049402/PKR1049502 (45mm high), 
2-gang box PKR1049602/PKR1049802 (45mm high), 
3-gang box PKR1049902/PKR1050002 (45mm high)
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